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INSTRUCTIONS 


STARTING THE CLOCK. Carefully 
remove all protective material so as 
not to disturb the location of the 
hammers and gong rods and lift the 
hammer shut off bar as far as it will 
go thus freeing the hammers. 


Carefully wind all three winding 

posts in dial fully until resistance is 

met. Should the clock fail to start im- 

mediately after winding, rotate the 

clock slightly from left to right until it begins to run. Wind once every week to 
keep the precision eight day movement at peak efficiency. 

CHIME SILENCER. A chime silencing lever is located on the side of the 
dial. To silence chime, move the lever as indicated. Return lever to original 
position for chime. DO NOT move the lever while clock is in the chiming 
process. 


SETTING AND ADJUSTING. Set the clock to the correct time by first plac- 
ing the chime silencer lever in the silent position and by slowly turning the 
minute hand in a clockwise direction. The minute hand should never be 
turned while clock is chiming or striking. The chiming mechanism will 
adjust itself correctly within one hour after setting. All clocks have been 
carefully adjusted for time keeping before leaving our factory. Do not make 
any adjustment to your clock for the first 2-3 days. Should the clock then 
need adjusting to keep proper time, turn the regulating spindle (A) with a 
small screwdriver according to the symbols. If clock runs too slow, turn to + 
(plus)—counter clockwise. If clock runs too fast, turn to — (minus)—clock- 
wise. A full turn of the regulating spindle equals approximately one minute 
per day. 

Your clock should strike every hour with a full hour count and chime each 
quarter hour. If your clock strikes the incorrect hour count after the adjust- 
ment period, move the hour hand to the hour that just struck. 
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